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NeoReal 2000 - RealTime PCR System 
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SOFTWARE FUNCTION 
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MAIN ADVANTAGES 
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Model NB-12-3028-1 NB-12-3028-2 NB-12-3028-3 
 

 Instrument Performance 

Sample Block Capacity 96 Wells*0.1ml 

Reaction Volume 10~50uL 

Tubes Option Withe or clear PCR tubes or strips or 96 well PCR plate, whit optical flat cap 

Heating and Cooling Technology New generation Peltier technology allow 1,000,000 cycles 

Control Methods Operated via PC  or self-contained touch screen on instrument 

Language English 

Communications USB2.0  or LAN 

Display 10” Color TFT LCD and Touch Screen 

Max. Number of Programs Max.15,000 programs onboard, unlimited storage of protocols with USB flash drive 

 Temperature 

Block Temp.Range 0°C~105°C 

Max.Heating Rate 6°C/sec 

Max.Cooling Rate 5°C/sec 

Temp.Uniformity ≤±0.2°C (at90°C) 

Temp.Accuracy ≤±0.1°C (at 90°C) 
Display Resolution 0.1°C 

Heat Lid Temp.Range 30°C~112°C 

Temp.Control Mode Block and Calculated sample 

Gradient Range 30°C ~ 100°C 

Temp.Differential Range 1°C ~ 30°C 

 Fluorescence Detection 

Excitation Long life LED lamps 

Detection CCDs 

Dynamic Range 1~1010 

Sensitivity ≥1 copy 

Calibrated Dyes at Installation F1: FAM, SYBR Green                 F1: FAM, SYBR Green               F1: FAM, SYBR Green         
F2: VIC, HEX, JOE, Cy3, NED      F2: VIC, HEX, JOE, Cy3, NED    F2: VIC, HEX, JOE, Cy3, NED 
                                                       F3: ROX, TEXAS-RED                 F3: ROX, TEXAS-RED 
                                                       F4: CY5                                        F4: CY5 
                                                                                                            F6: Reserved 

Fluorescence Excitation Range 300-800nm 

Fluorescence Detection Range 500-800nm 

Data Export Formats Excel, TXT 

 Other Features 

AC Power Supply 100 ~ 240V, 50 ~ 60Hz 

Consumption 600 W 

Net Weight 13 KG 

Dimension (LXWXH) 334X280X365mm 

Computer Operating Systems Windows10, Windows7, Windows XP 

 
 

 
 
 
 
 
 
 
 
 
 
 
 

DETAILED PARAMETERS 
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